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Scope of Delivery
CONCEPT8 and Accessories

The Concept 8 consists of 5 major components:

Concept 8 base unit (available in 1,2,3 and 4 pump Models)

Arcanol Lubricant Cartridge

Power Cable

Grease Line

Fittings and Adapters

Each component needs to be ordered to create a full unit.  The base C8 unit will not
include cartridge, cable, grease line or fittings.

The base unit is available in several styles:

► The Standard model
► Cold Weather model
► The Linear or Machine Tool model
► The Oil capable model
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Build a complete kit
Step 1:  Select your C8 model

Standard

Cold Weather

Oil capable

Linear /
Machine Tool

Each Concept 8 model is available with 1 to 4 pumps for up to 8 total lubrication points.   1 pump = 2 lubrication points

► The Standard model
► Suitable for the majority of applications
► Tubing needed:  8 x 5 mm

► Specially designed to operate in frigid temperatures
► Pumps equipped with  electric heating elements
► Tubing needed:  8 x 5 mm

► Smaller tubing for maximum flexibility in linear applications
► Perfect for multi-axis applications
► Tubing needed:  6 x 4 mm

► Designed for customer to fill with oil
► No cartridge required (skip step 2)
► Tubing needed:  6 x 3 mm



Build a complete kit
Step 1 cont..



Build a complete kit
Step 2:  Select your lubricant

FAG CONCEPT8 operates on Schaeffler’s ARCANOL range of lubricants. This range includes 17 different
greases, each one developed by Schaeffler application engineers and produced by leading international
lubricant manufacturers. These greases therefore provide specific lubrication properties for almost every
type of industrial application.



Build a complete kit
Step 3:  Select Power Cable

Right Angle or Straight
connector at

5 or 10 meter length



Build a complete kit
Step 4:  Select tube

SAP-Nr. designation type
083788573-0000-10 ARCALUB-X.HOSE-PA66-5M hose PA 6.6, unfilled,

8 x 5 mm (OD x ID)
length 5 m, black

083788581-000-10 ARCALUB-X.HOSE-PA66-10M hose PA 6.6, unfilled,
8 x 5 mm (OD x ID)
length 10 m, black

083788603-0000-10 ARCALUB-X.HOSE-PA66-50M hose PA 6.6, unfilled,
8 x 5 mm (OD x ID)
length 50 m, black

SAP-Nr. designation type
076691217-0000-10 ARCALUB-X.HOSE-PA12-5M hose PA 1.2, unfilled,

6 x 4 mm (OD x ID)
length 5 m, black

076691497-0000-10 ARCALUB-X.HOSE-PA12-10M hose PA 1.2, unfilled,
6 x 4 mm (OD x ID)
length 10 m, black

085842109-0000-10 ARCALUB-X.HOSE-PA12-50M hose PA 1.2, unfilled, 6 x
4 mm (OD x ID)
length 50 m, black

SAP-Nr. designation type
075526336-0000-10 ARCALUB-X.HOSE-PA12-5M-CLEAR hose PA 1.2, unfilled,

6 x 3 mm (OD x ID)
length 5 m, transparent

083788441-000-10 ARCALUB-X.HOSE-PA12-10M-CLEAR hose PA 1.2, unfilled,
6 x 3 mm (OD x ID)
length 10 m, transparent

Grease – Standard + Cold Weather:

Grease – Linear applications:

Oil:



Build a complete kit
Step 5:  Select your tube connectors (8mm OD) only for Standard or Cold Weather

Standard

Cold Weather



Build a complete kit
Step 5:  Select your tube connectors (6 mm OD) only for Linear

Linear /
Machine Tool



ARCALUB.OILVALV-G1/4

ARCALUB-X.TUBEFIT-G1/4-SAT146G
ARCALUB-X.TUBEFIT-G1/4-SAT146W

Thread G1/4 male

Thread G1/4 female

Thread G1/4 male

Thread G1/4 female ARCALUB.NIPPLE-G1/2
ARCALUB.NIPPLE-G1/8
ARCALUB.NIPPLE-G3/8
ARCALUB.NIPPLE-M6
ARCALUB.NIPPLE-M8
ARCALUB.NIPPLE-M8X1
ARCALUB.NIPPLE-M10
ARCALUB.NIPPLE-M10X1
ARCALUB.NIPPLE-M12
ARCALUB.NIPPLE-M12X1,5

Pipe 6mm

Oil capable

Step 5:  Select your tube connectors (6 mm OD) only for Oil
Build a complete kit



Thanks


